Extracts from the texts of directives (PDF file)

I "#$
% & % % " %
% ! % ! )($
"R /0) 1 (O(2 -3-,- 2
-+$ " /0 2 45 % 254
% 64 % % #7 " +, 88- () 29
-85, . / 4:% (5% 7 ,- 8(0( 2 -+%
*: 0p < (;>=% ? % -, 888 )5
>> @ 9)5>= $
-1 % % + %A% O ( 5%
- - 0 * B
C( , %, *
C> & +88 D
C6 * * , * * *
- (" &% 0~ % B
C * 0 " A% % %
cC o
C *
C %
C % %
-3 % %% * %
% % % % 3% - ( 5%
I($- 3, 0 * O B
Area Noise level
:u *
@ <8 $ -8 @ $
/(- @3 3@
I( 3
/( @8 3
/(3 - @
( 5%
1 ’ % % ! % %")*! )
% % , O 0O O
% &% %
B
E % * &% % % * *
% % " % , % , o
* % *’ "$
* * *x 0 o" ' - 3 () % A %
o - ( 5%
* * * %%
"% " & -8F "



- 3 (S
-4 * * % % *
A% 2 &% % ,
* L 0 A % 1 *
" %
% 0% * * * * %
% >G0, H3 (2
&% % : % «¢ " * % % % - 8l

away from the runways.

5.3 For office rooms whose only windows are on facades with an effective sound insulation of
R w,res > 45 dB, as well as for all living areas in apartments and bedrooms in commercial lodgings,
sufficient ventilation , i.e. complete to double air exchange per hour with closed windows and doors
must be ensured.
6. Planting and maintenance of trees and bushes

(8 9 par. 1 no. 25 a) and b) of the BauGB)
6.1 Areas B1
; " 88 D, % * "1 % % % 8-25cm)
and two native trees of category Il (trunk circumference 18-20 cm) must be planted.
Note:
An emergency access route for the fire department is to be allowed to the south of the
developed property area.
6.2 Areas B2
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one category | tree (trunk circumference 20-25 cm) must be planted. The area may be
interrupted by the necessary access routes.

6.3 Areas B4
Trees with a trunk circumference of 80 cm must be kept permanently, with the exception
; "388 D, % * ") % % % 0-25

cm) must be planted. The area may be interrupted by the necessary access routes.

Note:

Design and landscaping must be carried out professionally; landscaping must be

permanently maintained and replaced in case of loss. The trunk circumferences named are

to be measured at a height of 1 m. The minimum size of open, unpaved ground per tree is
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% " K : % of landscaping
for the building permit can be seen in the landscape plan compiled for the development
plan.

7. Design of structures

(& 86 BauO NRW — Building regulations of NRW)
Only flat roofs or roofs with a maximum slope of 15° are allowed. Above the top floor
permissible in the development plan, only one additional floor, set back 2 m from all
external walls of the building, is allowed. Elevator shaft heads and building services are to be
integrated into this floor.
[I. Planning tools
1. Construction protection area of the airport
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commercial airport within the 1.5 km radius around the airport reference point (ARP 1)

and in the western area within the starting and landing sector of the transverse wind strip
15/33, whose use has been currently suspended. In the 1.5 km radius around the airport




coordination with the aviation authority.
2. Air traffic noise protection zones (see also 1.4)
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commercial airport of Mar. 4, 1974, the plan area is located within (air traffic) noise
protection zone 2. Thus, the law on protection against air traffic noise of Mar. 30, 1971
(BGBI. 11971, p. 282) is applicable. The plan area is located — according to the state
development plan “Protection from Air Traffic Noise” of Aug. 17, 1998 (GV. NRW, No. 36
of 1998, p. 512 ff) — within the (air traffic) protection zones B and C.
3. Water protection zone
The plan area is located mostly in the future water protection zone IlIB of the drinking water
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4. Archeological finds
In the plan area, archeological finds may be made. Any finds made must be reported
pursuant to 8 15 of the cultural heritage protection law (DSchG).
IV. Cancellation of previously valid development plans

(8§ 2 par. 4 BauGB)

When this development plan takes effect, all previous development plans for this area or
portions thereof will be cancelled.



